
Siemens Building Technologies / HVAC products SEZ50MB M3099 20.10.2009 1 / 2 

 

 

A  

   

B    

  

 

  

C    

 

 
 

 

 

en Dimensions: mm 
zh 尺寸: 毫米 
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 Note: For each SEZ50MB device connected with RWDxx operated at AC 230V, it 
gets its AC 24 V from AC 230 V by a SELV electrically isolated transformer (e.g. 
Siemens SEM62.1 or SEM62.2). To ensure best performance, this isolated transformer 
should not power other devices. 
注意：如果 RWDxx 的供电电源为 AC 230 V，当其连接至 SEZ50MB 设备时，必须通过
专用变压器将其转换为 AC 24 V 电源 (SELV)，带电气隔离，从而确保实现其最佳性能。
例如：西门子变压器 SEM 62.1 或 SEM 62.2。 
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en AC 24 V Input (SELV AC 24 V Power Supply) 
G, G0 

zh AC 24 V 输入（SELV AC 24 V 电源） 

en Modbus Connection terminal 
Ref, +, - 

zh Modbus 连接端子 

 

TOOL * ( RS232 DB9 Male Socket)                 
              ( RS232 DB9 公座) 
                        SEZ50MB 
 
G0  G                                    Ref    +    - 

 en RS232 Cable Connection to RWD 

en 
* Use a pin-to-pin RS232 cable with DB9 male socket and 
female plug 

zh * 使用 DB9 针公母座的 RS232 电缆 

TOOL 
zh RS232 电缆连接至 RWD 

en 
Wire Sizes 
1.5 mm2 
2.5 mm2 

Use either solid or stranded wires 
Where X = 7 - 8 mm 
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zh 
电线长度 
1.5 mm2 
2.5 mm2 

使用实心电缆或绞合电缆 
直径 X = 7 - 8 mm 

Modbus Connection / Modbus 连接 

A 

 

Modbus RS485 Type 
Max Cable Length = 1000 m 

… + 

- 

Ref GND 

Ref - + 
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RS232 

RWDxx 

RS232 

Ref - + 

SEZ50MB 

RS232 
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RS232 
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RS232 
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+ 

- 

Termination 
Resistance of 

both ends 
150 Ω 

RX 

TX 

GND 

TX 

RX 

GND 

D+ 

D- 

Modbus RS485 类型 
电缆最长长度 = 1000 m 

两端终端阻抗 
150 Ω 

RS232-至-RS485 转换器 
建议使用隔离转换器 

RS232-TO-RS485 Converter 
Isolated converter recommended 
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USB USB 

Modbus RS485 Type 
Max Cable Length = 1000 m 

… + 

- 

Ref 

Ref - + 

SEZ50MB 

RS232 

RWDxx 

RS232 

Ref - + 

SEZ50MB 

RS232 

RWDxx 

RS232 

Ref - + 

SEZ50MB 

RS232 

RWDxx 

RS232 

+ 

- 

Termination 
Resistance of 

both ends 
150 Ω 

USB-TO-RS485 Converter 
Isolated converter recommended 

GND 

D+ 

D- 

Modbus RS485 类型 
电缆最长长度 = 1000 m 

两端终端阻抗 
150 Ω 

USB-至-RS485 转换器 
建议使用隔离转换器 

 
en Inconsistent and wrong wirings to G & G0 terminals for internetworking SEZ50MB Modbus system may cause 

permanent damages to both RWD and SEZ50MB devices. 

 zh 若连接 SEZ50MB Modbus 网络系统时，G 和 G0 端子连接错误，可能永久性损坏 RWD 和 SEZ50MB 设备。 


