SIEMENS SINAMICS IOP/BOP-2

IOP/BOP-2 Door Mounting Kit 6SL3256-0AP00-0JA0

Description

The door mounting kit (DMK) has been designed to allow the IOP or BOP-2 to be
mounted into the door of a cabinet.

The fitting of the DMK is accomplished as shown in the figure below.
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Prior to the installation of the DMK, it is necessary to create a hole in the panel or cabinet
with the dimensions as shown in the figure below:
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The depth of the panel or cabinet door should be between 1 mm to 3 mm
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SIEMENS SINAMICS IOP/BOP-2

Beschreibung

Fir den Einbau des IOP or BOP-2 in die Tir eines Schaltschranks wurde der
Tarmontagesatz (DMK - Door Mounting Kit) entwickelt. Damit kann das IOP or BOP-2 in

die Vorderseite einer Verkleidung bzw.
Das folgende Bild zeigt den Einbau des DMK.

Schrauben Turblech
(max. Drehmoment

2 Nm) Turmontageklammer

Abdichtmanschette

/] IOP/BOP-2

Ruckansicht

Seitenansicht

Vor dem Einbau des DMK muss eine Offnung mit folgenden MaRen in das Tiirblech bzw.
in die Verkleidung geschnitten werden:
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Die Tiefe des Tlrblechs bzw. der Schaltschranktir sollte 1 bis 3 mm betragen.
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