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Mounting instructions
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POL467.75/STD
POL468.65/STD
POL468.85/STD

Clearance requirement / [A]fRE R

Dimensions in mm / R~ (Z4)
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Mounting / 3

POL467.75/STD

ABV11402750Z01

ABV11276164Z02

POL467.75/STD

POL468.65/STD, POL468.85/STD

O]

Seven screws (GB818-M3.5 x 8) and seven washers (34) /
7 NB4T (GB818-M3.5 x 8) F1 7 N (04)

Seven screws (GB818-M3.5 x 8) and seven washers (34) /
7 MB4T (GB818-M3.5 x 8) ] 7 NAE (94)

@

Seven standoffs M3.5 x L (L > 10 mm) /
7 MEHE M3.5 x L(L> 10 mm)

Seven standoffs M3.5xL (L > 10 mm) /
7 NEFE M3.5xL (L > 10 mm)

Note: The mounting screws, insulation washers and standoffs are not included in the delivery package.

AR BERPAEERRIBL]. LEBEMBE.

A WARNING / &4

IR AR AT L LR,

EEBITICE I RES SRR,

Always mount the controller with insulation washers.

Accidental fall-out of metallic screws may cause a short circuit.
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Dimensions (mm) / R~ (Z)
POL467.75/STD
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List of connectors / ifF

It is highly recommended that, the Climatix POL467.75/STD, POL468.65/STD and POL468.85/STD controllers use Phoenix connectors certifi-
cated by Siemens. The connectors are listed below and can be ordered from Siemens.

582UV Climatix POL467.75/STD, POL468.65/STD #0 POL468.85/STD 1528

FEFATFIAIERY Phoenix i F, BATimFPIMET T FITH,

Terminal Poles Siemens ASN Color Phoenix compatible connectors

T FLoz AIFES =] Phoenix 3%

T1 3 POL004.35/STD Green 1827130 MCVR 1.5/3-ST-3.81

T2 5 POL004.55/STD Green 1827156 MCVR1,5/5-ST-3,81

T3, T4 8 POL004.85/STD Green 1827185 MCVR1,5/8-ST-3,81

T5 6 POL004.65/STD Green 1827169 MCVR1,5/6-ST-3,81

T6, T8 2 POL004.25/STD Green 1827127 MCVR1,5/2-ST-3.81

T7 2 POL005.15/STD Orange 1773879 MVSTBW 2,5/2-ST OG

T10 3 -- Green 1792537 MVSTBW 2,5/3-ST
POL005.35/STD Grey 1839908 MVSTBW 2,5/3-ST GY35

T11 4 -- Green 1792540 MVSTBW 2,5/4-ST
POL005.25/STD (2x) Grey 1937732 MVSTBW 2,5/2-ST GY35

T12 6 -- Green 1792566 MVSTBW 2,5/6-ST
POL005.35/STD (2x) Grey 1839908 MVSTBW 2,5/3-ST GY35

T13 2 - Green 1792524 MVSTBW 2,5/2-ST
POL005.25/STD Grey 1937732 MVSTBW 2,5/2-ST GY35

Note: Siemens provides connector packages. Refer to Datasheet (A6V11276159) for details.

AR ANFRERTENEXKENIRTF, 1¥15S Datasheet (A6V11276159).

Issued by

Beijing Siemens Cerberus Electronics Ltd.
Smart Infrastructure

No.1, Fengzhi East Road, Xibeiwang
Haidian District, 100094 BEIJING, China
Tel. +86 10 64768806
www.siemens.com/buildingtechnologies

© Beijing Siemens Cerberus Electronics Ltd., 2020

Technical specifications and availability subject to change without notice.

2/2 2020-10-10 A6V11402750_--—-_d

A5W90005069 AD

Siemens Smart Infrastructure



	Clearance requirement / 间隙要求
	Mounting / 安装
	Dimensions (mm) / 尺寸（毫米）
	List of connectors / 端子示例
	It is highly recommended that, the Climatix POL467.75/STD, POL468.65/STD and POL468.85/STD controllers use Phoenix connectors certificated by Siemens. The connectors are listed below and can be ordered from Siemens.


