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Above are the dimensions for the thermostat and its mounting plate.
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Mounting and dismounting / &ZEF0HFE

Mounting/ %% (1)-®)

Max. @7.00 mm

Wiring diagrams / 4% %

en (English)
LN AC 230 V power supply, mains and
’ neutral
N1 RDD510
\% Valve
RDD510 Y12 SPDT relay output, normally closed

L

Y14 SPDT relay output, normally open

AGV11881111V01

T 6.3 A Internal fuse (6.3 A), replaceable

(WIS Max. 4.00 mm
Max. 2.60 mm

Dismounting/ 7 # @-©

zh (F32)

T1EEBEHN AC 230 V
RDD510

&7

BTIIAERREE, BX
BTk RE, B
REBRIEL4(6.3 A), T H
B Y12 R IR TL

Do not connect Y12 to either L or N, .
P L A or use Y12 as AC 230 V power NELE,
2 |u viel  |viaf g supply Y12 FEERE AC 230 V EiRE
v Internal fuse (replaceable) / NEMRIE L (RTEH)
42A w
N Max T Fuse type / 284 SLOW-BLOW / gl
/\ LN, Y12/Y14 AC 230V . Size | Ri~f ®5.2 x 20 mm
Voltage rating / B8 /% 250 V
z I Current rating / B3% 6.3A

The fuse supports a total maximum loading (valve) of 5 A.

RIGLLR RS AHE (7)) A5A.
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Overview / #Lig
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Temperature symbols / 1% Elt5
8. Temperature value / 1B JZ{H
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9. Room temperature / Z KB
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Changing control parameters / EXS
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Status symbols / PR B4R

1. Key lock / B4

2. Timer with delay Off" / ZE R+ B 38

3. Cooling mode selected / #4187 1) Timer with delay Off / FERtiHE+5E ©

4. Valve outputs energized / IRI'17T /5 If P28=0 (factory setting), press (O for more than 3 seconds to set the
5. Heating mode selected / ft#uiE =, on-time duration each time. If P28=1, 2, 3 up to 23 hours, preset with a

fixed on-time, countdown begins once the thermostat is ON (refer to
Parameter list below).

Y p2g=0 (H/igB) B, T O3 BEmAIETaTE#HTRE. &

BLiIZESE P28 (1F) 23/7\81) FRIZEEIETRTE, RITEFRE,
6. On, Off, Timer with delay Off" / FF, 3, ZEBTHET2ED FERTRTFFIE (SS2 SR

Operational symbols / 1T 15 ‘
7. Temperature setpoint adjustment / 2B & & &

€ Press + and — simultaneously for 3 seconds. / BT T + F1— 3 Fb4h.

# Within 2 seconds, press + for 3 seconds to go to the parameter access mode.
TE2FMIRT + 3B ASHIER,

© Press < or > to select the desired parameter. / 3T < 8 > 25,

@ Press v to edit the parameter, then use + and — to change its value.
BT v BIAFTESY, B + F— NTSHE,

/

Parameter list | 5%

Parameter Description
S SHRA
PO1 Control sequence / 1Z#IFF %
P05 Sensor calibration / {&£E22#:38
P06 Standard temperature display / #7ERE E T
P09 Minimum setpoint in Comfort mode / $Fi&1& = T &/ MEEE
P10 Maximum setpoint in Comfort mode / £FiE# R TR KIZEE
P14 Keylock function / &2 ETNRE
P27 Operating mode settings upon power down

HrER EIEITENIRE
P28 Timer with delay Off / ZERTiTR}58
P30 Switching differential in heating mode / fH#ER T FF X RZE
P31 Switching differential in cooling mode / #4218 T FF X RE
P65 Protection heating setpoint / {R#PHE I T AIHEHGEEIREE
P66 Protection cooling setpoint / {R1FIRT, FHIH) SR EIREE
P71 Reload factory setting / E&; 1% E

# Please record all changes you make. / {§i2 R IEF{EHAIEX,
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@ Press v to confirm the change, then continue to select/edit other parameters/values.
BT v IAFRMEN, ARERENEMSEUSHERTIERE .
O pPress M to exit parameter access mode. / EREEEE M R H SE0E,

Factory setting Setting range Adj.
HIrigE BESCE BHioRS
RDD510 =0 0:= Heating only / E## 1:= Cooling only / &%
0K -5...+5K
0 0:= Room temperature / EFEE 1:= Setpoint / iR EE
5°C 5...40°C
35°C 5...40°C
0 0:= No lock / IR IE 1:= Full lock / £ 2:= Partial lock / BEB&HE
0 0:= Return to previous operating mode or user settings / IR E g —E{THERHE PR E
1:= Protection mode / {R3PIEZ 2:= Comfort mode / £FEET,
0 0:= Users to set on-time duration / f P& Bi&1TATE)
1 to 23:= Preset with a fixed on-time in hours / & & EiE1TATE), LU/NET A AL
1K 0.5...6 K
1K 05..6 K
8°C OFF, 5°C...Wc00ly; Wc00l,,=40°C max.
OFF / % OFF, Wheaty,...40°C; Wheaty,=5°C min.
OFF | % OFF:= Disable / B;H; ON:= Reload start / FFIAE#H;

“--" is displayed for 3 seconds during reload process / E&i372H, - ERELER 374
To download the latest documentations and applications, go to: / 417 N &I RN, 1&i518): https:/www.downloads.siemens.com/download-center/.
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